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ABSTRACT

A study program was conducted to determine the factors that must
he coneidered in tha development of contactless switching devices and
assemblies for performing the functions presently accomplished by conven-
tional electromechanical switching devices. Problem areas and semicon-
duetor characteristics are discussed in light of sircraft electrical
system requirements so that design criteria can be established,

A chart comparing characteristics of typical electramechanical
switching components to the contactless switching concept is presented,

Conclusions are offered concerning the factors to be considered
in the development of contactless switching devices and assemblies to be
compatible with present and anticipated aircraft electrical system require-
ments. These factors are discussed for devices and assemblies which will
perform the functions of relays, circuit breakers and switches; including
switching and control of the primary bus,
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Page 1 of 85

PART I

1. Purpose

The basic purpose of the Contactless Switching Investigation Program
is8 to determine the feasibility of developing a highly reliable and
easily maintained aircraft electrical system, utilizing contactless switch-
ing techniques. The program consists of three phases: Phase I - Investi-
gation of Contactless Switching Concepts with Reference to Aircraft
Systems Requirements; Phase II - Investigation of Available Contactless
Switching Concepts Within the Ranges Required for Switching and Control of
Electric Power; and Phase IIT - Investigation of the Feasibility of
Developing New or Improved Contactless Switching Concepts Meeting Aircraft
Requirements. This report covers only the Phase I effort. Other Phase
reports will cover the work performed during respective phases of the
program.

The prime objective during Phase I of the Contactless Switching
Program was to conduct an investigative engineering study of contactless
switching concepts with reference to aircraft electrical systems require-
merts, The object of this investigation was to define, insofar as
practicable, all the factors to be considered in the development of
contactless switching devices and asserblies for performing the functions
presently accomplished by such conventional electronechanical switching
and control devices as relays, switches, and circuit breakers; including
switching and protection of the primary bus. The basic aims were to
determine the compatibility of contactless switching and protective
concepts with existing and anticipated aircraft electrical systeus
requirements by considering application techniques which would enable the
basic functions to be integrated into a switching control matrix capable
of being operated frou low level signals transmitted over small wires.

The investigations and studies included the following:

a. Review of the F8U-2 (F-8C) schematic, applicable military specifi-
cations and characteristics of utilization components to
determine and establish electrical system requirements,

b. Review of the characteristics of existing semiconductor devices
and assemblies to determine applications and compatibility of
contactless switching and protective concepts.

¢. Analysis and evaluation of accumulated information to establish
all the factors that must be considered in the development of
contactless switching and protective devices and assemblies to
meet aircraft electrical system requirements,



2, Detail Factual Data

a. Aircraft Electrical Systems Requirements

Investigations were conducted to establish the basic requirements of
alreraft electrical systems, considering the present and future requirements
of applicable military specifications and aircraft design practices. The air-
craft electrical system was divided into four areas for the investigations:
generation, distribution, utilization, aud control.

(1) Generation

In order to establish compatibility between alrcraft electric
power generating systems and the contactless swtiching system, it is necessary
that the characteristics of the generating system and associated regulating
equipment designed to military specifications be investigated to establish the
extreme limits to which the contactless switching system will be subjected.
This investigation considered all sources of electric power supplied to the
system,

{(a) AC Power

The AC power generating system designed to MIL-STD-TO4 spec-
ification is a 3-phase h-wire "Y" system with a nominal voltage of 115/200
volts. The neutral is connected to the primary aircraft structure and is con-
sidered as the fourth wire. The line-to-neutral voltage transients that can
be imposed on the system are shown in Figure 1. The voltage transients, when
converted to thelr step function loci are within the limits bound by curves 2
and 3 for nor.aal operation and curves 1 ond 4 for abnormal operation. Normal
operation, as defined by MIL-STD-TOL, occurs at any given instant and any
number of times during flight preparation, takecffyairborne conditions, landing
and anchoring. Examples of such operations are switching of loads, engine
speed changes, bus switching and synchronization, and paralleling of electric
power sources, JAbnormal operation is an unexpected momentary loss of control
of the system, This operation occurs possibly once during a flight or it may
never occur during the life of the vehlicle. An example of abnormal operation
is the occurrence of a fault on the system and its subsequent clearing by a
fault protective device, The line-to-line AC voltage transients that can be
imposed ou a system by the generation and regulation equipment are shown in
Figure 2. The voltage transients, when converted to their step function loci
are within the limits bound by curves 2 and 3 for normal operation and curves
1 and 4 for abnormal operation., The phase displacement between adjacent
phases is 120°+1,5° Maximum phase unbalance is 3 volts between phases of the
highest and lowest voltage. The wave form of line-~to-neutral and line-to-line
sources has a crest factor of 1,41 % 0,1 and a total harmonic content of 4 per
cent of the fundamental (rms) with linear loads and 5 per cent with non-linear
loads. The steady-state voltage limits for the AC system shall be within the
limits shown in Teble I, Emergency system operation is defined as that con-
dition of the electric system dwring flight when the primary electric source
becomes unable to supply sufficient or proper power, thus, requiring the use
of a limited independent alternate source of power, Utilization equipment

y
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TABLE I  STEADY-STATE AC VOLTAGE LIMITS

Mode of Single-phase limits Average of 3 phases
Operation limits

Normal Emergency Normal Emergency
CATEGORY "A" 109,5-119.5 107-122 110,.5-117.5 108-120
CATEGORY "B"  107.5-119,5 105-122 108.5-117.5 106-120
CATEGORY "C"  103.5-119.5 101-122 104,5-117.5 102-120

TABLE II  STEADY-STATE DC VOLTACE LIMITS

Start Takeoff
Category Waxrmup Climb Landing Emergency
Cruise-combat
A" 21.5-29 25.5-28.5 21.5-28,5 17.5-29
"B" 21-29 25-28.5 21-28.5 17-29
"c" 20-29 24-28.5 20-28.5 16-29

TABIE III  SYSTEM VOLTAGES AND ALLOWABLE VOLTAGE DROPS

MAXIMUM ALLOWABLE VOLTAGE DROP

NOMINAL SYSTEM OPERATING CONDITIONS
VOLTAGE CONTINUOUS INTERMITTENT
28 1 2
115 L 8

200 T LY



categories are explained under the utilization section. The AC power genera-
tion and regulation system has a steady-state frequency of 400 $20 cps.
Frequency transients are contained within limits 2 and 3 for normal operations
and within limits 1 and 4 for abnormal operations as shown in Figure 3.

(b) DC Power

The DC power system is a 2-wire grounded system having a
nominal voltage of 28 volts. The negative terminal of the power genmeration
source is connected to the primary aircraft structure which is considered as
the second wire. The DC voltage tmansients are contained within the limits
shown in Figure 4. The voltage transients, when converted to their step
function loci are within the limits bound by curves 2 and 3 for normal opera-
tion and curves 1 and 4 for abnormal operation. The steady-state limits shall
be within the limits shown in Table II.

(2) Distridution

The aircraft electrical power distribution system consists of
control devices, protective devices and wiring for the intercomnection of
electric power and utilization equipment. The wiring and associated control
and protective devices shall be such that a safe and reliable distribution
system will be provided. The total impedance of the wiring and ground paths,
including control and circuit protection accessories, shall be such that the
voltage drop between the point of regulated voltage and the utilization equip-
ment does not exceed the limits shown in Table III. The power distribution
system will be subjected to varying voltages depending on the operating condi-
tions of the generating and regulating system. When the distribution system
is supplying power to single phase AC loads, the wiring and control accessories
will be subjected to 115 volts rms, during steady-state normal operating condi-
tions and 190 volts rms during transient abnormal operating conditions. The
three-phase distribution system is subjected to 200 volts rms line-to-line
during steady-state normal conditions and to 330 volts rms during transient
abnormal operating conditions. Wiring and control devices used for bus
switching in the power distribution system are subjected to higher voltages.
When switching AC power to a common bus fram two generating sources, the wire
and control devices can be subjected to voltages of 380 volts rme during a
transient abnormal operating condition if the voltage from the two sources are
180° out of phase. The DC power distribution system is subjected to voltages
of 28 volts during normal steady-state operating conditions and to 80 volts
during transient abnormal operating conditions. When switching power to a
common DC bus, the system will be subjected to a maximum of 80 volts; however,
the control devices must be able to withstand the voltage in both the forward
and reverse direction.

As previously stated, the distribution system must be safe as
well as reliable. During a fault condition, power must be interrupted in
any feeder exhibiting a fault condition, This interruption of power shall not -
cause an unsafe condition although the performance of the equipment connected
to the feeder may be lost.

6
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Power interruption devices presently conslst of two general types;
fusable links and electromechanical circuit breakers both of which are widely
used, Circuit breakers have the requirement of being manually reset with trip
free characteristics.

The electrical current requirements that must be supplied to loads
in a typical aircraft electrical system, as determined from the model F8U-2
schematic are shown in Figure 5. The loads receive power from buses having
various priorities such as emergency, primary and secondary., Each of these
buses is supplied power from one or more sources. The bus switching control
devices must remove one source from the bus before any other source is applied
to prevent damage to the generating sources.

In order to insure satisfactory operation in aircraft, the com-
ponents used in the distribution and control systems shall be subjected to
envirommental testing as specified in MIL-E-5272, These tests include:

(a) High temperature per procedure I at the specified temperature
up to 125 °C,

(v) Low temperature per procedure I. (-54°C)

(c) vVibration per procedure XII which requires cycling between
5 and 500 cps at an acceleration of *10g.

(d) Acceleration per procedure III. The acceleration force shall
be 1llg in each direction along each of its three axes.

(e) Humidity tests per procedure I which requires a relative
hunidity of 95 per cent at the specified temperature,

(f) Salt spray test per procedure I which is in accordance with
Federal Test lMethod Standard No. 151, Method 811,

(g) Altitude per procedure VI which specifiea normal operations
to altitudes of 100,000 feet at -5i°C,

(h) Fungus tests per procedure I.

Relays used l'or controlling power in the distribution system must
have snap action operation "ON" and "OFF" in accordance with the level of the
actuating signal. Circuit breakers and switching devices must have snap ac-
tion operation "ON" and "OFF" in accordance with the manual force required for
actuation, Electrical isolation must exist between the actuating circuit and
contact circults in relay type controls. The open circuit resistance shall
exceed 100 megohms of resistance, The contact drop shall not exceed 200 mil-
livolts at rated current. Contact bounce shall not exceed limits as required
for specified devices which generally should be less than one millisecond,
Typical values are in the neighborhood of 25 44 sec. Relay type devices shall
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be capable of withstanding 1,000 % rated load for 200 milliseconds. Circult
breakers shall trip at overloads of 600% after one second at 25 C,

(3) Wilization

The utilization equipment power requirements were investigated
to determine the power characteristics required for the equipments to function
properly. The types of utilization equipment used in aircraft are of three
categories, all giving specified performance when supplied with power having
characteristics previously described, Category "A" equipment requires the
pover to be supplied through a distribution system with a maximum drop of 2
volts AC and 1/2 volt DC. The use of this equipment is limited. Category
"B" equipment requires the power to be supplied through a distribution system
with a maximum drop of 4 volts AC and 1 volt DC., This is the standard equip-
ment used, Category "C" equipment 1s intermittently operated and requires a
distribution system with a maximum drop of 8 volts AC and 2 volts DC. During
normal operating conditions of the generating system, the utilization equip-
ment must provide 100% performance , remain safe, and automatically recover to
100% performance and be unaffected in reliability when degraded performance
is permitted during specific applications. During an abnormal electric system
operation, the equipment need not meet performance requirements, must remain
safe, may have momentary loss of function, and recover automatically to spec=-
ified performance with negligible effect on reliability with the return of the
electric system to normal operation. For all AC loads requiring more than 500
VA, 3-phase power will be used, Although it is desirable to have equipment
utilizing AC power to present near unity power factor, the power factor on the
worst phase can fall to the limits shown in Figure 6. The type of loads used
in aircraft systems will include resistive, capacitive, inductive, lamp, and
motor loads. Some of these loads have high inrush currents (up to 15 times
normal rated current), While it would be desirable to limit the inrush cur-
rent on such loads as heaters and lamps to achieve longer life, it is also
a requirement to allow higher inrush currents on loads such as motors and
solenolds to provide high starting torques. Some of the loads require power
switching while others require ground switching.

(4) Control

Conventional electrical system specifications have no system re-
quirements established for control per se, although specification requirements
do exist for the individual components which together make up the control sys-
tem. Toggle switches of one description or another provide the source of
initiaeting signel from the pilot to actuate relays or to power loads,and relays
perform the control logic function. The requirements for these conventional
compounents are determined by the characteristics of the generated power and
utilization loads. In the contactless system, the control components are only
required to provide the necessary "ON" or "OFF" signal level to the power con-
tact and remain totally isolated from the characteristics of the generated
power and the utilization load power requirements. Since the nature of con-
tactless switching is different from electromechanical switching, it is neec-
essary to establish new design criteria to take advantage of the desirable

11
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characteristics of semiconductors while retaining the desirable characteristics
of electromechanical devices. Therefore, the investigation of electro-
mechanical devices is undertaken to establish basic system requirements and
thus provide a "yard stick" by which the requirements for contactless
switching may be determined.
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b. Contactless Switching Concept Requirements

Investigations were conducted to esteblish the basic requirements
that should be imposed on future contactless switching concepts for applica-
tion to aircraft electrical systems. These requirements are baesed on the
present and anticipated requirements of aircraft electrical systems utilizing
conventiona. techniques along with consideratiuns for the additional capabili-
ties and limitations of contactless switching techniques.

A basic system philosophy was assumed for the purpuse of determining
contactless switching cuncept requirements in light of aircraft electrical
systems requirements. This basic philosophy has cunsidersble possibility
for simplification and functional integration of aircraft electrical systeus.
The philosophy assumed provides an electricel system which consists of three
functiunal areas as shown in Figure 7. The signal source (analogous to a
switch) transforms mechanical motion into en electrical signal. The cuntrol
logic accepts the command signals froum the signal sources and deaivers a con-
troi signal tu the desired puwer contact. The power cuntact cuntrols the
power tou the utilization equipment. The area in which most of the existing
electrical systems requirements are applicable is the puwer cuntace. Due to
the variatiun in reguirements between bus swivching and protection, and luad
switching and protection, these areas will be discussed separately. Conversely
due t. the dependcnce of signal sources and cuntru. lugic upon each othner, these
areas will be discussed together under the headung of cuntr.l. Since the sig-
nal sources and cuntr.l logic in the contactless switching system are not sub-
jected tu the same electric power characteristics as the power contacts, the
existing established requirements imposed on the signal sources end logic are
only those of an cnvironuental nature.

(1) Bus Switching and Protection

The requirements established for the bus switching ond protection
system as characterized by the established basic philosophy shown in Figure 7
are discussed within the general areas of environment, performance and electri-
cal characteristics. These requirements were established to determine coupat-
ibility of the contactless switching system with the aircraft electric system
designed to specification MIL-STD-T04 and asirborne utilization equipwent. Since
circuit nrotection will be incorporated into the load switching power contacts,
additional bus protection will not be required. The degree of bus protection
obtained with the contactless switching concept will exceed present protection
obtained with conventional power contactors and circuit breakers.

(a) Environment

The environuental requirements estaeblished for bus switching
and protection are es follows:

1. High temperature - power contacts used in the bus switch-
ing system shall operate normally when subJjected to the
high teuperature test per procedure II of specification
MIL-E-H272 exceptljpe temperature shall be 485°C.



quaudnbe uoTITRYTIIN 03

A A

1deouo) Fuiyog Mg ssaridequon-weadeyd }ooTd

INIHOLIMS QVO1

—-——————————

TOHRROD

—

| 92ano8 S8

I I

_ Jdanod Tﬂlg _ Jamed Ww
18901 39834 |

danos I8

otdot 4
1043100

edJnos 318

| 9oanos Fys

|
I
+
|
_

—mm——— — —- -
Ayddns
— payernday
I A S ]
_ snq Jemod _
_
|
_ 398qu0 aowacoo*u_ uoqacooAu
Jamod Zamnod amod
T ] ] |
| |
and 123 uad _
_ 1x2 S10ua uyeu .
e L

ONIHOIIMS SR~ —

[—_—.——4..—_ B R U S —

| a01nos 318

- ._q-oluwaﬂ.mvgﬁmﬁsmlvom-l?ﬂml

‘L oﬁ:mﬁh.

—

. T S S ST S O G  — S sn— —  ——— —— — —

15



3

5.

Te

9.

1o0.

Low temperature - power contacts shall operate normally
when subject to a low temperature test per procedure I
of specification MIL-E-5272 (-54°C)

Shock - The power contacts shall operate normally when
subjected to a shock test per procedure IV of specifica-
tion MIL=E-5272, The power contact shall show no evi-
dence of physicel damage or contact ringing when subjected
to a shock of 150 g's with a shock impulse of 11 millie
seconds in each of 1ts three axes.

Vibration - the power contacts shall be subjected to a
vibration test per Standard MIL-STD-202 test condition
D. The contact shall be subjected to 30 g's between the
frequency range of 10 and 2000 cps in 20 minutes. The
povwer contact shall have no intermittent operation or
contact ringing during this test.

Acceleration - The power contacts shall be subjected to
an acceleration test per procedure III of specification
MIL-E-5272 except the acceleration shall be 100 g's.
There shall be no evidence of intermittent operation or
ringing of contacts.

Salt spray - The power coi.tact shall be subjected to a
salt spray test in accordance with Standard MIL-STD-202
test condition A with no evidence of corrosion on the
device,

Moisture resistance - the power contact shall be subjected
to a moisture resistance test in accordance with Method

106 of Standard MIL-STD-202 with no resulting deterioration
of electrical characteristics,

Humidity (steady state) - the power contact shall be sub-
Jected to a hunidity test in accordance with Method 103
of Standard MIL-STD-202 test condition A with no result-
ing deterioration of electrical characteristics,

Immersion - the power contact shall be subjected to an
immersion test per Method 104 test condition A of Stan-
dard MIL-STD-202 to determine the effectiveness of the
sealing. No deterioration in electrical characteristics
shall be evident during or after the tests.

Altitude - the power contact shall operate normally when
subjected to a barometric pressure test in accordance
with Method 105 test condition D (100,000 ft) of Standard
MIL-STD-202.

16



(b) Performance

The following performance rejuirements are established
for bus switching power contacts:

l.

2.

Actuate with snap action "ON" and "OFF" 1in accord-
ance with the level of the actuating signal,

Perform the desired functions at rated current
and voltage for a minimum of 1,000,000 operating
cycles during 10,000 hours life test with no
degradation in performance,

(¢) ZYlectrical

The electrical characteristics requirements for power
contacts in the bus switching and protection system are as follows:

l.

Voltage rating - power contacts shall withstand a
voltage of 600 volts in the forward and reverse
directions for AC bus switching and a voltage of
100 volts in the forward and reverse directions
for DC bus switching.

Contact drop - with the power contact carrying
currents between one and 100 percent rated current,
the voltage drop across the contact shall not exceed
1.0 volt,

Leakage current - the leakage current shall not ex-
ceed 3,0 williamps at rated voltage and temperature.

Overload - the power contact shall withstand an
overload of 600 percent rated current at rated
voltage for 200 milliseconds with no detrimental
effects to the device, The contact shall withstand
the overload at a switching rate up to 20 cycles
per minute for a 50 percent duty cycle provided the
"ON" time does not exceed 200 milliseconds.,

Surge - the power contact shall withstand a surge
curreut of 15 times rated current for 50 milliseconds.

Pick-up voltage - the power contact shall assume a

conducting state when a DC potential equal to or
greater than two volts is applied to the device.

17



T. Dropout voltage - the power contact shall assume a non-
conducting state when a DC potential equal to or less
than 1.0 volt is applied to the device,

8. Control cwrent - the control current shall not exceed
50 microamperes at rated voltage.

9, Contact bounce - there shall be no contact ringing when
switching from conducting to non-conducting state or
vice-versa.

10, Radio noise - the power contact shall not create elec-
trical interference beyond the limits specified in spec-
ification MIL-I-6181.

11, Efficlency - tle operating efficiency of the bus switch-
ing system shall be 95 percent minimum during normal
operations,

(2) Load Switching and Protection

The requirements established for the load switching and protec-
tion systen as characterized by the established basic design philosophy shown
in Figure 7 will be similar to the requirements established for the bus switch-
ing and protection system. Only where the requirements differ will new require-
ments be established.

(a) Environment - same as bus switching and protection power con-
tracts.

(b) Performance

The bus switching and protection requirements are applicable
nlus the following requirements are established:

1. The power contact shall perform the function of circuit
protection as well as power control.

2. The power contact shall assume it$ non-conducting state
-then operating into a fault condition,

3. The power contact shall be capable of being reset remote-
ly‘

4, The power contact shall assume an "open" condition upon
faillure of the device,

(¢) BElectrical

The following electrical characteristics are established for
load switching and protection:

18



1.

13.

(3) Control

Voltage rating - the power contacts shall withstand a
forward and reverse voltage rating of 300 volts for single
phase AC loads and 500 volts for three phase AC loads.

The device shall have a forward voltage rating of 100
volts for DC loads.

Contact drop - same as bus switching.

Leakage Current - same as bus switching.

Overload - the power contact shall withstand an overload
condition of 600 percent for 50 milliseconds and 200 per-
cent for 200 milliseconds.

Surge - the power contact shall withstand a surge current
eating of 10 times rated current for 10 milliseconds.

Pick-up voltage - same as bus switching.

Drop-out voltage - same as bus switching,

Control current - same as bus switching,

Radio noise - same as bus switching.

Efficiency - same as bus switching.

Trip current - The load switching power contact shall
interrupt a 300 percent overload between 40 and 100 mil-
liseconds. An overload in excess of 1,000 percent shall
be interrupted within 10 milliseconds.

Reset-voltage - the power contact shall assume its con-
ducting state when a reset voltage of equal to or greater
than 2.0 volt is applied to the device,

Reset current - the reset current shall not exceed 50
microamperes at rated voltage.

Power is delivered from the power source to the utilization loads
through power contacts in the contactless switching approach, The contacts are
controlled "ON" or "OFF" by a control system consisting of signal sowrces and
control logic. Since the contactless control system is not required to provide
or transmit power with the same characteristics as the load power, the concept
requirements for the control system may be considered separately from the con-
cept requirements for the power contacts. This separation permits complete
freedom in selecting performance and electrical characteristics of the control

1y



system, except for the output signal to the power contact. The two elements
of the control system are however somewhat interdependent, and therefore their
concept requirements will be similar.

(a) Signal Sources

Signal source components are synonymous in purpose to
mechanical toggle or micro-switches. The requirements for these are noted

as follows:

1l. Environment

Same as paragraph 2.b.(1)(a) except as noted.

Shock - 50 g's

Acceleration - 50 g's

2. Performance

b.

Transduce mechanical motion into an electrical out-
put signal.

Provide, in the case of pilot actuated signal sources,
a visual indication of the signal source condition of
"ON" or "OFF" and also, adequate human engineering to
facilitate pilot manipulation.

Produce a continuous signal output or continuous signal
absence for steady-state signal requirements.

Produce a short duration single output (pulse) or short
duration single absence (pulse) for momentary signal
requirements.

Produce a clean snap action step change in output
signal level.

Provide a memory such that subsequent applications of
povwer to a de-energized system will produce the same
electrical response that existed before the system
was de~energized.

3. Electricel

a.

Provide a suitable signal characteristic to succeed-
ing stages of the electrical system, il.e. the control
logic or power contact.
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b, Maintain the selected state of "ON" or "OFF" signal
level independent of outside influences such as sig-
nal noise, temperature, shock, vibration, ete,,
incident within the flight vehicle,

The signal source elements have no precedent characteristics
defining the manner in whi~» the foregoing concept requirements will be met.
It is therefore necessary that their detail characteristics such as supply vol-
tages, signal levels, frequency responses and circuit configurations be evolved
and tailored during the Phase II design study to meet the compatibility require-
ments of the assoclated contactless electrical system components,

(b) Control Logic

Control logic devices are synouymous in purpose with the ma-
Jority of electromechanical relays used in typical alrcraft in that they will
receive the control impulses from the signal sources and determine by the
combinational presence or absence of received signals what power contact is to
be actuated. The concept requirements tfor the control logic are noted as fol-
lows:

1. Enviromnent

See paragraph 2 b. (1) (a)
2. Performance

a. Interpret the individual or combinational signals
received from the signal sources and provide a steady
output "ON" or "OFF" signal level to the power con-
tacts.

b, Transmit faithfully the momentary or pulse inputs
from the signal sources to the power contacts,

¢. Provide a latching or lockup capability with or with-
out a timed operation where required by the dictates
of the functional utilization load.

3. Electrical

a, Provide a suitaule signal characteristic to the
succeeding stages of the electrical system, i.e.,
the power contacts.,

b. laintain the selected state of "ON" or "OFF" signal
level independently of outside influences such as
signal noise, temperature, shock, vibration, ete.,
incident within the flight vehicle,
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In addition to the foregoing system concept requirements,
the individual logic elements are presently constructed to existing manufac-
turer or military specification requirements which are primarily intended for
computer and electronic system applications. These requirements principally
concern the supply voltages, signal levels, frequency responses and circuit
configuratl oms; and although every effort will be made to utilize tlrese exist-
ing performance characteristics, the suitability of these requirements will be
determined during the Phase II and Phase III studies,
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¢. Device Characteristice and Compatibilit; with Established Requirements

Investigations were conducted to determine contactless switching
device characteristics and to establish their compatibility with the contact-
less switching concepts. Numerous devices were investigated, but only devices
exhibiting characteristics compatible with the established requirements are
presented. In agreement with the basic system philosophy, all devices were
considered in one of the following applications: signal sources, control
logic, and power contacte. The following discussions compare the various
device characteristics with the established concept requirements. Information
supplementing these discussions ie presented in the report appendices as
follows:

Appendix A - Semiconductor Voltage Retings for Contactless Switching
Applications ~ Pover Contact

Appendix B - Semiconductor Thermal Ratings for Contactless Switching
Applications - Power Contact

Appendix C - Compatibility Chart for Electromechanical Components vs.
Contactless Switching Concepts

Appendix D -~ Device Characteristics Charts for Signel Sources, Control

Logic, and Power Contacts
(1) Signal Sources

The developuent of a contactless signal source to replace
mechanical toggle or micro-switches can be affected through the application
of any of the following devices: strain sensitive, piezoelectric, photo
sensitive, and varieble coupling. These devices gll have the common capa-
bility of converting mechanical displacement into an electrical signal.
Appendix D presents the applicable devices and their characteristics in
tabular form. Rigorous treatises concerning the principles involved with
each device are available in other writings and generally well known; there-
fore, a detall discussion will not be included. The mechanical design
problem involving a human factcrs engineering effort is not within the
scope of this study; but it is pertinent to note that although this task
should not be taken lightly, the problems involved are not considered to be
of serious concern. The very principles of operation will necessitate a
rather strict control of the mechanicel actuator due to the severe constraint
imposed by the mechanical environment. What is important to this effort is
how the signal characteristics of these devices may be made compatible with
the input requirements of the adjacent electrical system contactless devices
and how the sircraft environment would affect these characteristics.



(a) Strain Sensitive Devices

8train sensitive devices provide an output signal level
which is proportional to applied mechanical deformation; thus by causing these
devices to be stretched or compressed, a signal level change is obtained.
The desired snap-action operation can be provided by a mechanical deaign
similar to that used in a micro«switch, i.e. mount the strain device on
a ribbon of metal which would snap from one extreme position to the opposite
when actuated. Another approach would be to use a tunnel diode to sense the
output signal, Thus, as the signal voltage level changes as a result of
strain and approaches the knee of the diode characteristic curve, the diode
would snap from a low conduction state to the high conduction state and vice
versa,

Strain devices, being resistive elements, change with
temperature veriation, which tends to blanket the desired signsl level
change. The problem is overcome by utilizing the device in a wheatstone
bridge circuit, This requires a minimum of two devices for each signal
source, but since the bridge operates on a ratio principle, a change in
temperature causes a proportional change in both devices with no change
in ratioj yet, a strain applied to a single device would alter the bridge
ratio, thus providing the desired signal change.

This device has a low signal power capability and therefore
requires amplification., An esttempt to draw a sufficient quantity of power
directly would heat the device to such an extent that temperature would
again become a problem. Other than the possibility that some electrical
filtering circuitry may be required to reject spurious signals caused by
mechanical vibration, depending upon the adequacy of mechanical design, no
other factors would prevent the use of this device for a signal source. The
adjustment of the output level can be accomplished with little difficulty
by simply controlling signal emplification,and no problem is therefore ap-
parent in making the output compatible with the input requirements of the
other system components.

(v) Pilezoelectric Devices

Piezoelectric crystal devices provide a short duration,
high voltage pulse signal, proportional to applied mechanicel impact energy.
The signsl wave shape is related to the force magnitude and rate of application,
These devices would lend themselves most readily to a momentary signal require-
ment application. Conversely, the operation of this device in other than a
momentary requirement application requires supplementary circuitry in the form
of a flip-flop such that successive pulses from the crystal would cause the
flip~flop to chenge states. The flip-flop could then provide the steady sig-
nal level required for steady state applications. These devices do have one
disedvantage associated with the steady-state application in that there is no
convenient means of providing memory. '



Piezoelectric crystals, unlike other devices, convert
electrical energy directly from mechanicel energy, thus not requiring the
additional circuitry necessary for biasing. The high voltage level generated
will require transformation; but edjustment of this output level appears to
have no reservations attached; and it is felt that its use would be compatible
with over-all system requirements.

(c) Photo Sensitive Devices

Photo sensitive devices provide an output voltage level
change proportional to incident light intensity falling on the photo sensitive
surface. Two types are currently available; photo-diodesand photo-transistors.
Photo~diode output power capsbilities are limited and will require amplifi-
cation. The photc-transistor device has adequate power capsbilities without
amplification. Both devices respond to temperature changes, but proper circuit

*design will eliminate any problems in this area.

The only remaining area for concern is the steady source of
light required with these devices. Incandescent light sources are of course
presently available. But, whereas photo devices can stand considerable
mechanical abuse, light sources are particularly susceptible. The degree to
vwhich this is true is generally well known throughout the aircraft industry.
Recent developments in incand®gcent light bulbs have shown a marked ilmprove-
ment in their wechanical characteristics resulting in an order of magnitude
improvement in life and reliability. In general, the photo sensitive
devices can be used quite satisfactorily as a signal source; and the inter-
ruption of a light beam can be facilitated with very little difficulty in
mechanical design.

(a) Variable Coupling Devices

Variable coupling devices produce a change in signal out-
put as a result of a change in the magnetic circuit permeability for trans-
formers or a change in electric field permittivity for capacitors. Both
devices require an alternating bias signal for operation and therefore must
be used in conjunction with a rectifying circuit to provide the proper out-
put DC level. The power levels available from either of these devices will
be adequate without amplification. The very small physical size variable
capacitors used would require a rather high biasing power source frequency,
thus inherently incorporating a source of generated interference. Some
shielding techniques may therefore be required. Both devices have a minor
problem with the electrical snap-action requirement, but the application of
adequate mechanical design or the tunnel diode technique suggested for strain
sensitive devices will eliminate the problem entirely. Teuwperature stability
for these devices, neither are thought to be very much affected, can be
provided in the biasing circuit if required. In summary, there are no
insurmountable problems associated with the application of any of these devices
for the contactless switching electriecal system. '
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(2) Control Logic

The development of a contactless control system to replace electro-
mechanical relays haes principally teken a single course of endeavor--thet of
evaluating the broad technology currently existing for computer applications,
The main effort therefore has been applied to the evaluation of characteristics
of the existing logic devices of which there are nearly as many varieties as
there are manufacturers.

These devices involve several classic logic circuit forms noted
as follows: Resistor Transistor, Resistor Capacitor Transistor, Direct
Coupled Transistor, Diode, Low Level, Current Mode, and Diode Transistor.

In addition to the number of different classicas logic circuits, manufacturers
producing logic elements based on the same classical circuit description will
often differ in the implementation of their design characteristics. These
differences however generally lie in the power supply and signal voltage level
requirements., There are also two menufacturing techniques available; namely,
a modular construction versus micro-electronic. The distinction between these
two is principally that modular construction involves standard semiconductor
and other circuit elements with a state-of-the-art advance in packaging
technique, whereas the micro-electronic technique generally implies the
implementation of the circuit on a single semiconductor substrete. Some
manufacturers combine these two techniques, thus conforming to neither one

of the techniques singly. 1In general however, the term micrologic will always
imply the smaller of the two in physical size.

The technigue of micro-electronic construction is quite new whereas
the modular form has been available for sometime, and as may be expected,
considerably more experience is aveilable on the older construction. However,
since the micrologic eiement technique has already shown good service charac-
teristics, there is little or no concern associated with their application in
contactless switching, and their use will afford the advantages of reduced
space and power requirements.

Very little effort has been applied in determining the type of
classical circuit most suitable for application to contactless switching
during this phase, although sume initial impressions, to which the following
cumments apply, have been formulated. Some of these circuits would require
amplification between succeeding logic stages to compensate for the signal
povwer loss inherent with their application. Other circuits would require
extracurricular circuitry to afford sufficient isolation between separate
signal sources. Nelther of these features wuuld be particularly attractive
in considering these circuits for contactless switching applications. As to
the signal levels availabie from existing logic modules, little difficulty
is expected in obtaining satisfactory levels fur uperation of the succeeding
eiectrical system power contacts, i.e. the input circuits of the power
contacts can be made as sensitive as required tu accept the availasb.e levels.
This approach 1s in keeping with the approach of using as nearly as possible
the established logic design. As previous.y mentionea, the finasl determination
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of this will be made auring the evaluation of the design etfort uf Phase II.
One point of some concern on this subject is the susceptibility of these
devices tu signal noise levels present in the aircraft. It may be desirabuie
tuv provide logic design requiring higher operating levels as a more practical
approach over extensive noise shielding. This, however, was not concluded
during this phase of the study.

(3) Power Contacts

An investigaetion was made of semiconductor device characteristics
to determine what devices are coupatible with the contactlese switching re-
quirements as established in section (b). Following is a general discussion
to show the compatibility of semiconductor devices used in power contacts
with the established requirements for both the bus and load switching power
contacts.

(a) Environment

The requirements imposed on power contacts by section (b)
with regard to environmental conditions can be readily attained with silicon
devices and good design practices. Silicon power transistors in general
have a high junction temperature rating of 160°C and a low junction temperature
rating of -65°C. Silicon controlled rectifiers in general have a high temper-
ature rating of 150°C and a low temperature rating of -65°C.

(b) Performance

The actual life of semiconductor devices used in the power
contacts is estimated above 70,000 hours of actual operating time with no
deterioration in performance. The power contacts, when properly designed,
have a capability of switching at rates up to and exceeding 10,000 times per
second for literally billions of times without deterioration in performance.

(c) Electrical

Semiconductor devices that can be used in the power contact
for switching either AC or DC power consists of rectifiers, silicon controlled
rectifiers (SCR's) and transistors. When using SCR's or rectifiers as the
power contact, it is only necessary that the peak reverse voltage (PRV or
PIV) and the peek forward blocking voltage (PFV) ratings not be exceeded. In
the case of SCR's, this rating is given with the gate open. Additional pre-
cautions must be taken so that positive voltager are not applied to the gate
when the anode is negative or when the gate becomes more negative with respect
to the cathode then the allowable limit. The PRV and PFV are the maximum
allowable ratings and a safety factor of 10 per cent minimum should be added
for improved reliasbility. SCR's with PRV end PFV ratings in excess of 600
volts are available and, therefore,are compatible with the established re- )
quirements for AC and DC bus switching as well as for AC and DC load switching.
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Power transistors to be used for power contacts have a more complex voltage
characteristic. The breakdown voltage between collector and emitter is
dependant upon the associated external circuit as well as the device charac-
teristics. A detailed descrirtion of voltage ratings for power transistors

as well as SCR's is given in Appendix A. For ultimote reliability the BVppq
rating shall govern the transistor power contact rating. Unlike scn's, pover
traneistors have high voltage ratings in one direction only. It is, therefore,
necessary that two transistors be used in a single AC power contact to provide
the required forward end reverse voltage ratings. Trunsistors are not
presently avallable with sufficient voltage ratings for AC bus switching op
three-phase load switching although a device is availsble (Delco 2N2580) for
single~-phase load contacts. As previously mentioned, two transistors are
required to provide the forward and reverse voltage rating which 1s also
required in DC bus switching. Although devices with sufficient voltage ratings
are available, transistors with sufficient current rating for DC bus switching
are not available. Power transistors for DC load switching are readily
available and completely compatible with the established requirements for the
DC load switching power contacts. Although transistors as well as SCR's can
be made cumpatible with established requirements for both the AC and DC bus
switching systems and the AC and DC loadl switching s 'stem, SCR's are more
adaptabie to AC power cuntacts and transistors tu DC power contacts.

Electromechanical devices, of course, can more nearly
approach the ideal switcn than cean semiconductor devices with regard to contact
drop. The basic design philosophy shown in Figure 7 is being followea tu
ninimize the over-all drop in the power distribution system. When using
power transistors in the power contact module, the voitage drop acruss the
device is a function of load current anu base current. When the base current
is great enough so that both the base-to-emitter junction and the base=to«
cullector junctiun are forward blaseu, the device is saturated and exhibits
minimum resistance called saturation resistance. The voltage drup across the
saturated transistor depends on the value of base current for a given loud
current. The greater the base current is made, the lower the cuntact darop
becomes until a point 1s reached where the voltage drop developed across the
ohmic emitter resistance tends to increase the drop. The amount of base current
required is also dependent on the current gain (hpp) of the device, The
Westinghouse 2N2100 series of power transistors have a typical saturation
resistance of 0.037 ohms at a collector current of 25 amperes and a base
current of 5 amperes at 25°C. The same transistor has a typical saturation
resistance of 0.05 ohms at a collector current of 10 amperes and a base
current of 380 milliamperes. When using transistors in the low current
power contacts, it is therefore possible to stay well under the established
requirement of 1.0 volt maximum., When S8CR's are utilized in the power contact,
the voltage drop is essentially constant for any load current and is not
dependent on any driving current. The voltege drop, however, is in the
neighborhood of 1.0 volt for all devices. To compare the characteristics of
power transistors and SCR's, Figure 8 presents a plot of forward voltage drops .
and Figure 9 presents a rlot of saturation resistences versus load currents
for typical devices at 25°C,
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Leakage currents (Icgr) to the load in power contacte
utilizsing power transistors in the emitter follower configuration are
dependent on external circuit design. Leakage current measurements made on
a Westinghouse 2N2131 transistor revealed zero leakage to the loed with an
8.2k resistor connected from base to ground. This measurement wvas made at
25°C and at a collector voltage of 28 volts. It was determined that power
contacts designed with transistors are compatible with the esteblished
maximun leakage requirements of 3.0 milliamperes. SCR leakage currents
are independent of circuit parsmeters and they are available with leakage
currents below the established limit,

BCR's with current reatings wp to 235 amperes are availsble
and therefore are compatible with the current rating requirements for both
bus and loed applications. Power transistors with current ratings wp to 30
amperes sre available, but this is not sufficient for DC bus ewitching since
the devices must be derated; however, l0O-smpere devices are in development.

The overloed and surge ratings of semiconductors is
complex and a brief discussion is required to shov the compatibility of the
devices with the established requirements. A more detailed discussion is
given in Appendix B. The characteristic that determines current carrying
capabilities of semiconductor devices are maximum allowsble junction
temperature (Ty..,) and maximum collector current rating (Igmax)e In silicon
devices, the nnm allowsble junction temperature is between 125°C and 200°0,
The maximun collector current should never be exceeded because a phenomenon
known as "Secondary Breakdown" could occur and destroy the device. Dwring
overload and surge conditions, power diseipation and Ippmay ratings will be
the governing factors in power transistors. In BCR's,surge current and
the T2 rating will be the governing factors.

The requirements established for overloeds and surges
can, of course, be met with power transistors as well as with 8CR's. It
would however require considerable current derating of the power contact
and hence would be an insfficient design. A more efficient design incorporates
current limiting which will be discussed in detail in the Phase II Final
Report. To make power contacts compatible with the overload and surge rating
requirements, the power contacts will have an "overlosd factor” rating.
This rating is given to power contacts exhibiting current limiting amd is
defined as the overload or surge current that would flow through a device
vith no current limiting and is given in per cent of rated current. For
example, a power contact rated at ten amperes supplying current to a thirty-
ampere load would have an "overload factor” rating of 300 per cent even
though the device limits the current to ten amperes. Current limiting, of
course, requires that the power transistor operate out of saturation during
the overlosd or surge condition to prevent exceeding ICmax. Hence, the
povwer dissipated during the overload or surge condition is absorbed by the
trapsistor. It is important to note, due to the relatively lov thermal
capacity of semiconductor devices as compared to electromechanical devices,
the junction temperature rises quickly. How quickly the heat can be removed
from the junction will determine the overload and surge capabilities of the
device. It is therefore necessary that the power transistor have a low thermal
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resistance junction-to-case (9J ) and a high thermal capacitance junction-
to-case (Cyc). Manufacturers og power devices generally provide charts

from vhich the designer can readily determine the maximum power dissipation
vhich the device can withstand for various pulse durations. SCR's, unlike
transistors, lave surge and T2t ratings for short nonrecurrent periods of
time. The surge cwrrent rating (Isurge) is given for 8.3 milliseconds.

The It rating is given for durations shorter than £.3 milliseconds. Since
the established requirements are for longer time periods, phase control

mode of operation will be used to give an effective current limiting
characteristic, This too will be discussed in the Phase II Final Report.
This same concert will apply to circuit protection in the load switching
pover contacts in order to make them compatible with the established require-
ments. Circuits can be designed, as will be discussed in the Phase II

Final Report, that will sense current, voltage and time to provide the
desired "trip" signal, AC load switching power contacts using SCR's must

be phase controlled during turn-on since the device will not turn "off"
faster than within one-half cycle which would be long enough to destroy the
device during fault condltions.

Design technicues which will permit switching the AC
power contact "on" at the zero degree voint will permit the power contact
to operate within the limitations of specification MIL-I-6181.

The power dissipated in the power contact consists of "on™
losses and "off" losses. In the "on" condition the losses can be divided
intc three groups: (1) the main contact losses, (2) the driving power losses,
and (3) the control circuit losses. In the "off" condftion, the power
losses In the power contact are due to leakage only vhich is small in
silicon devices. Power losses in the "on" condition will depend on the
device being nsed as the main contact., 1In a nower contact using a power
transistor as the maln contect,the device vasses through the active or
hish dissipation reglon when it is first turned "on". 1In contactless
swvitching epplications, this area is traversed so rapidly and at such low
duty cyecles that this power loss can be considered negligible. It is
vhile the device is operating in the "on" condition that major power losses
ave develomed, Thesc losses can be given as:

Pross = Vo Iopg (1-t) 1 IC2 Rcs(t) + IgVpr(t) * Conirol Losses (1)

Yhere: t %s the time "on"

Ver is the supply voltage in volts

IC is the leallage current in emperes

TCEQS the collector or load current in amperes

RCS is the satwation resistance in ohms

Ip is the driving current in amperes and

Vapr is the base-to-emitier drop in volis. :
Ass'm'ng the fivst term !s negligible and t = 1 (Continuous operation) then:

Pioss = IC?RCS | IgVpgp + Control Losses (2)
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The efficiency of the power contact in the "on" condition is then given by:

Eft = [1 - (1c%Rcs) + IpVEE + Control Losses ] 100 (3)
Veglc

The contact losses (Io%Reg) will predominate. It is » therefore, necessary
that the power transistor have a low saturation resistance characteristic,

To minimize the driving power losses (IpVee), the deviee should exhibit a

low Vgr characteristic. Also the device should have a high current gain
while operating in saturation so the driving current Ip is minimized. The
control losses which consist of circuit protection, turm-on and turn-off
should not exceed 10 per cent of the total losses. An exsmple of the
present state-of-the-art in transistor design, is the family of 30-ampere

NPN silicon transistors developed by Westinghouse and designated as the 2N1830
and 2N2130 series. At 25°C these devices have a typical saturation resistance
of 0.035 ohms, Vgg of 1.9 volts and a current gain of 5 at a collector current
of 25 amperes. The devices also have a typical saturation resistance of 0.05
ohms at a collector current of 10 amperes when driven with a base current of
380 milliamperes. The efficiency of a 10-ampere power contact using the
transistor in a 28.volt DC system from equation (3) is:

E = 1-10200 +0 lo +-6
eem [1- Q0L (000 26 | 100
= 9Tk

Using the same transistor in an AC power contact would Yield higher efficiencies
sirce the losses are independent of supply voltages, The control function of an
SCR, of course, is completely different from & power transistor. In the "on"
condition, both the emitter and collector are bissed completely "on"; and,

as long as the external supply is sufficient to maintain the emitter and col-
lector biases, the device remains "on" without the requirement of any driving
power. The turn-on power loss is therefore negligible in a continuous

operating circuit since only a pulse signal is required. The total power

loss of a power contact in a DC circuit using an SCR can be given as:

Plogs = IrVp + Control Losses ()

Where: Vp = the forward voltage drop of the SCR at loed current and
Iy » the load current.
The efric&ency can be given as:

Epr = [1 - IrLVp + Control Losses ] 100 (5)

Veelr,
Where: Voo is the supply voltage.
As an exsmple, a power contact using the 2N687A SCR has a voltage drop of 0.86
volts at 20 amperes at 25°C. In a 28-volt DC circuit, the efficiency from
equation (5) is:

- - .86 .

- %k .33



Using the SCR in an AC contact, efficiencies of 99 per cent can be cbtained
since the drop scross the BCR is independent of supply voltage and essentially
constant with load current.
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4. Development Factors

The develomment factors outlined herein are those device characteris-
tics vhich must be considered in the development of new and improved devices
and assemblies to meet the requiremsnts established for contactless switching
concepts for application to aircraft electrical systems. These desired
‘characteristics are discussed for the applicable areas of signal sources,
control logic and power contacts.

(1) signal Sources

In considering the development requirements for signal sources,
it must be understood that efficient use of electrical power ies not of major
importance, since the power requirements are in the milliwatt range. What
is important, however, is efficient conversion of mechanical motion into an
electrical signal and high reliability. Some developmental considerations to
achieve these requirements are noted as follows:

(a) Strain Sensitive Devices

Gage factor is defined as the percentage changs in output
signal for a given change in stress. An increase in gage factor for strain
sensitive devices would afford greater signal differential between the "ON"
and "OFF" states of the signal sources. With the development of semiconductor
strain sensitive elements, the state-of-the-art now provides an approximate
maximun 30 per cent change in signal level. Further development in this area
would make the design of signal sources with complete isolation of signal
change resulting from temperature changes or mechanical shock and vibration
much easier to accomplish.

(b) Plezoelectric Crystal Devices

Several manufacturers are now producing piezoelectric
ceramics that will meet signal source design requirements under all conditions,
However, some suitable type of actuating mechanism development should be
undertaken. A mechanism meeting this requirement should insure that the
crystal is not actuated as a result of mechanical shock and vibration and yet
is uniformly actuated each time operation is desired.

(c) Photo Sensitive Devices

As it was pointed out earlier in this report, reliadble
light sources are the major shortcoming in the design of photo sensitive de-
vices. Manufacturers are now engaged in the research and development of
light sources composed of semiconductor materials such as Gallium Arsenide
and Gallium Phosphide; and it is expected that these sources will be immune
to shock and vibration and have essentially infinite life. Photo sensitive
devices are presently being used in switching applications; and only the
source of suitable illumination limits their life.
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(a) Varieble Coupling Devices

The developuent of a differential transformer with a higher
output in the "on" condition and lower leakage in the "off" or "null" condi-
tion would be highly desireble. This would provide a greater differential
between the two states and reduce the circuitry now required to cunstruct a
suitable signal source.

Several manufacturers are now engaged in research and develop-
ment in these problem areas, and it is expected that most of the present
deficiencies will be eliminated in the near future.

(2) cControl Logic

Considerable care should be exercised before contemplating any
alteration of the characteristics of devices which have evolved through the
amount of experience presently available on logic elements. It is therefore
pertinent to note that the following comments should be received with scme
reservation pending the results of the Phase II Design Study.

Future developments in devices for a control logic edapted for
general aircraft application should consider the retention of such available
characteristics as low power dissipation, small physical size, flexibility
and relisbility; and, in eddition, achieving compatibility with the aircraft
environment without extensive shielding or other suppressive requirements.
The development of this type of control logic depends strongly upon the
techniques required to produce logic elements compatible with the typical
aircraft electrical system environment. This may require some adjustment
of circuilt design and power requirements to create a greater interference
immunity. This obviously would affect the size of elements and the densities
that can be obtained. 8Since flexibility aleo requires that the element
density not exceed the point where economicel replacement of a single failed
device can be fostered, the natural result of increasing package size may
turn out to be a compensating feature.

It will require further study to determine which of the design
factors should assume major importance and how the design compromise can best
be made between these factors to achieve the most feasible control logic.

(3) Power Contacts

Development factors that must be considered for nev and improved
devices in the area of power contacts are as followss

(a) Power transistors with current ratings asbove 100 amperes.

(b) Power transistors with a maximum saturation resistance of
0.01 ohms at a collector current of 50 amperes.
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(e)

()

(e)

()

(8)

(h)

Power transistors with a high junction-to-case thermal capa~-
citance (typically 1.0 vatt-sec ).
vC

Power transistors with a low junction=to~case thermal resist-
ance (typically 0.1 _°C ),

wvatt
Power transistors with high base<to~emitter threshold volte
ages (typically 0.5 volt),

Power transistors with voltage ratings (BVgpy) above 600
volte.

Power transistors with high pulse pover capabilities (typi-
cally 10,000 watts for 40 milliseconds).

8CR's with voltage drope of 0.5 volt maximum at rated
currents up to fifty amperes.

37



3. Conclusions
a. Conclusions

The conclusions that are drawn from the investigations and analyses
conducted during this phase of the program are listed below. Some of these
conclusions are based on preliminary information and will be subject to
change as additional information is made available by studies, inveatigationms,
and evaluations being conducted during Phases II and IIT of this program.

(1) The system philosophy assumed has considerable merit in the fact
that only the power contact section will be exposed to the stringent require-
ments of MIL-STD-TO4 and MIL-W-5088.

(2) The electrical characteristics and requirements of the signal
sources can be reasonably obtained with several devices such as piezoelectric
crystals, differential transformers, pressure transducers, etc., within the
present state-of-the-art of variable parameter device development. The
mechanical design requirements which depend on human factors criteria will
require considerable development.

(3) The control logic section can be made campatible with the air-
craft environment and other sections of the contactless switching system by
utilizing devices within the present state-of-the-art of microelectronic
development.

() The requirements for AC power contacts and DC power contacts are
80 divergent that separate families of standards should be established rather
than trying to establish a universal power contact to handle both AC and DC
power switching.

(5) The electrical characteristics and requirements of the power
contacts can be reasonably obtained with selected devices and compensating
circuitry within the present state-of-the-art of semiconductor development.

(6) vVoltage drop between the generation point and the utilization
equipment within the limits specified by Military Specifications can be
reasonably obtained with AC switching concepts but will be marginal with DC
concepts.

(7) The present and future essential requirements for aircraft
electrical systems can be reasonably obtained with judicious selection and
proper derating of devices fabricated within the present state-of-the-art
of semiconductor development.
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PART 11

1. Appendices

a. Appendix A - Semiconductor Voltage Ratings for Contactless Switching
Applications - Power Contact

(1) Power Transistors

Power transistors, because of their solid-state characteristics,
are inherently long-life, reliable devices. However, the lifetime of the device
is largely determined by the circuit designer. There are certain basic limi-
tations which must be well understood in achieving the utmost in relisbility.
Certain meximum ratings which are assigned by manufacturers to pover transistors
uey be misleading if one is not fully aware of the meaning of these ratings.
Povwer transistor voltage ratings are probably the parameters most frequently
violated and this violation is the chief cause of power transistor faillures,
This discussion will present the basic power transistor voltage breakdown
mechanisms end their relationship to the extermal circuit so that reliable
circuits will be designed for aircraft electrical system applications.

Voltage ratings of power transistors in general are limited by:
punch-through and breakdown voltage ratings. A discussion of each follows,

(a) Punch-Through

"Punch-through" phenomenon is a result of the depletion layer
spreading more in the base region than the collector region and eventually
reaching into the emitter region. When "punch-through" occurs, the emitter
will be electrically shorted to the collector; and transistor action will ceese.
However, no permenent damage occurs to the transistor if the external circuit
sufficiently limits the current; except for aluminum doped alloy power trensistors.
Punch~through voltage is & function of base width and base resistivity and is
glven as:

Vpp = 63042 (A1)

for germanium PNP transistors. Silicon devices which are grown diffused,

double diffused, planar, mesa, and planar epitaxial do not normally exhibit

this phenomenon. However, it 1s prevalent in silicon alloy devices and is given
as:

Vpp = k.7 x 102 (a2)
V74
for silicon NPN power transistors. With large base widths and sufficient base
region and collector region doping; punch-through ratings exceeding 500 volts can
be obtained in silicon NPN power transistors. Hole mobility in silicon NPN .
devices 1s less than half the electron mobility of PNP devices; therefore, the
maximum attainable punch-through voltage is doubled in NPN power transistors.
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This is one of the reasons for the scarcity of silicon PNP power transistors.
In lov frequency applications, as will be the case in contactless switching
applications, the base can be relatively thick so that punch-through will not
be a limitation. Manufacturers normally do not specify punch-through voltages
for pover transistors since this voltage will usually be equal to or higher
than the collector diode breakdown (BVCBO) rating.

(b) Breakdown Voltage Ratings

The breakdown voltage rating between collector and emitter is
more complex since it is a function of individuasl device characteristics and
assoclated extermal circuit. These voltage ratings are generally listed on
the device data sheets and are identified as: BVepo, BVego, BVCES, BVCER,
BVcrx, and BVgpge

These ratings will be discussed individually for alloy devices
since power transistors of the alloy-type generally will be applicable to contact-
less switching.

1. Collector-To-Base Breakdown - Emitter Open (BVcgq)

Collector-to-base breakdown is the result of avalanche multi-
plication. The curve of the collector cutoff current (ICBO) showing the point
vhere the current begins to avalanche, called breakdown (BVcpo), is shown in
Figure AL. Since leakage currents (Icpo) are appreciable in alloy power
transistors, they play an important part in breakdown ratings. The multiplication
factor M for a given collector-to-base voltage is given as:

M= 1

1 v \n (a3)
BVeRo

Both BVopp and n are constant for a power transistar of a given type and are

dependent on the semiconductor material (silicon or germanium), the resistivity

of the base, and the predominant type of charge carrier. Typically n is 3 for

germanium PNP, 5 for germanium NPN, end 3 for all silicon transistors. As

can be seen from equation (A3) and Figure Al, M approaches infinity at high

collector-to-base voltages (Vgp), where collector current (Ig) begins to

avalanche and breakdown occurs. This voltage is given by equations (AL),

(A5), and (A6):

BVmo = 40,2 (*T5) (xpy silicon) (AL)
BVgpo = 85 (*63) (Pwp s111con) (A5)
BVepo = 83.4 2~ (©)(pNp Germantum) (A6)

Note that breakdown voltage increases with an increase in base resistivity,
whereas punch-through voltage decreases with an increase in base resistivity
(equations Al, A2). The optimum voltage of a power transistor is obtained
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when breakdown and punch-through will occur approximately simultaneously for

a given base material. Breakdown rating of power transistors exceeding 500
volts has been obtained. This voltage is very seldom encountered since leakage
current and surface breakdown will usually occur first.

2. Collector-To-Emitter Breakdown - Base Open (BVcgg)

The collector-to-emitter breakdown is usually the lowest
breakdown voltage of a pover transistor. This brealdown occurs at the collector-
to-emitter voltage where the common-emitter current transfer ratio A becomes
infinite as shown in Figure A2. This voltage is given as:

BVcEo = BVepo (AT)
L) + 3
It is interesting to note that BVpg, 18 independent of although the

current-voltage path to breakdown 1s dependent on Igpo. 80 note that high
current gains at low collector currents are undesirable.

3. Collector-To-Emitter Breakdown as a Function of External

Circuit (WBcgr)

A general equation can be derived for the Ip vs. Vop
curve for all conditions of the external circuit parameters shown in Figure A3.
An expression for the general collector-emitter breakdown voltege is:

BVg = BVcpg n\[ i — 48)

1+ ﬁL + Tg
Rp + 1o
Assuming the internal emitter and base resistances are negligible, it can de
seen from equation (A8) that if the load resistance (R;) is allowed to approach
infinity or Ry becomes zero, BVrg will approach BVgg,. Also, if Rp becomes
infinite or R; becomes zero, BVogy will approach BVeg,. If both R; and R&
voltage

are zero (vhich would be base shorted to emitter), then the brea
designated as BVopg is obtained and is given as:

ol
o (A9)

Y

The BV voltage is usually specified as the meximum Vop rating on the device
date shfet. As can be seen in Figure A4, the BVgpg voltage curve approaches
BVCBO, then reverses and approaches BVggp as the collector cwrrent increases.
Therefore, at low collector currents BVCES’: BVgpp and at high collector currents
BVopg ® BVcgy. The equation for BVcg as a function of the external eircwdt -
iscgiso vaelid where Ry and Ry are not zero so that resistance ratios can be fixed

Lo



Figure A3. Trsnsistor Scheratic Showing Externsl
Circuit Psrameters Without Reverse
Bsse Bles

Figure Ali. Typicel BV..., BV Bv, and BV
chnneurig ce ox» Tomx 080



as desired. These voltage curves will fall between the BV
curves and are designated as BVogr. The bdreakdown is gene
data sheets and is given byt

Bogn = BVago | (As0)
1 + re
R+
This equation is the same as equation (AB) , except R, is sero. Note that at
high values of Rg, the breakdown voltage decreases An oquntion
for BVomn cmdnbogimintomofmhuhpcm?o
n
Bicxr = BVcao \/l-Icno(Rs+rb) (an)
Y

It is important to note that the breakdown voltage decreases with an increase

in temperature since Icpg increases vith temperature, assuming Rp and ny
are constant.

k. Collector-To-Baitter Breskdown - Reverse Bias (BVoxx)

When a reverse bias is applied between the emitter and
base, as shown in Figure A5, the breakiown voltage can be increased above the
value. As wvas previously mentioned, emitter injection takes place
o vhen the base to emitter junction is forward biased above the threshold

voltage V. That is, injection will occur when:

Icpo (Rp + 7v) > Vp + Vas (n12)
The breaklown point is designated as BVogy and is given bdy:

BVexx = Va0 \ 1 - Tpo (B + 1) (A13)

Vp + Vs

Figure A6 shows a series of breakdown curves for different values of

Note that BV increases with an increase of reverse bias. However,

" 18 a limit of reverse bias that should be applied. When is epproached or
vwhen the IR 4rop across the junction renders reverse drive ffeative in
removing leskage carriers, no frther increase of reverse drive is desirebls.

(c) Power Transistor Operating Regions
Definite areas of operation with regard to voltage and current

exist in power transistors. In genersl, thess areas can be divided into regions
of operation as shown in Figure AT. The limits of region A, which is the forvard
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"~ blas region, are determined by the avalanche breeakdown BVopp and the maximum

collector current rating for the transistor. This is the maximum re)isbility
area. As long as the load line i: in this area and dissipation is within
ellowable limits, the power transistor will not chort out. Operation in this
area will provide the designer with & cefeguard insofar as unknowms or oc-
casional power surges are concerned,

The limits of region B, which is the reverse bles region
or negative-resistance reglon, ere determined by the avalenche breakdown
BVomo end the upper limits of the respective brealidown voltage for & particular
external circuit condition. Passing a load line through this region can be
a dangerous practice. A load line AXB intersecting the negative resistance
arec as shown in Figure A8 will cause the transistor to "hang-up" at point
X. If the current is allowed to continue until point O is reached, a second
negative resistance occurs end the curve will follow the dotted line, This
is known as "second breekdown", end the trunsistor will be destroyed. A load
line CD, as shown in Figure A0, would provide sefe operation if the load is
pure resistive, In practice, however, there ore several factors thet can
cause deviation from thir ides) cese. Tempercture, nower supply transients,
switching spikes, and reective loads can cause the inctuntaneoucs operating
point to be forced into the negative resistance reglon as showm by curve CXD.
Operation in the dangerous negative recistance region can be avoided by meking
certain that voltages in excess of BVppg are never apnlied to the transistor.

(2) silicon Controlled Rectifiers (SCR)

Although thic basic theory of operation of SCR's ie generslly
exploined in the two tronsistor annlogy, the volitage ratings of SCR's is
different from that of traancistorc, A diceussion of these ratings is given
Lo provide the desipmer & generel underctanding of tuelr neaning so that de-
vices will be selected to nrovicde relinrble eclrcuiis. Volteoge ratings of
UCR's gencrally licted on device data sheets nrc identifled as PRV, PRVipaps,
VRDC» Vo, PFV and Vg. A 4iscussion of each follows: ?

(e) Repetitive Peck Reverse Voltege (PRV)

This i the maxinmum allowcble instantaneous repetitive
reverse voltage that should be apnlied to the enode with the gate open.
Mlthough thic 1o not a "breakdown' voltege os is shown on Figure A9, it should
never be exceeded except by very short durction trancientc. If this rating
is exceeded for relatively long durations (over 5 milliseconds), the device
iz likely to go into avalenche breakdowm; and if the current is not suffici-
ently limited, the device will be destroyed.

(b) Transient Peok Reverse Voltage (PRVipane.)
This 15 the maximu voltage thet showl.d be applied to the

anode on a contlnuous bacis which, of cource,will be the rating used for
applicable DC power contact epplications such as bus switching.
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(c) Forvard Breakdown Voltage (Vo)

This is the value of positive anode voltage at vhich the
SCR will switch into the "on" state with the gate circuit open. Device speci-
fication sheets give the breakover wvoltage for the worst case conditions which
is with the gate open and at maximum allowable Junction tempersture since
this reating is sensitive 80 temperature, gate drive and also to the rate of
rise of forward voltage (”)' . Von decreases with an increase in temperature
as vell asp vith an 1 in gate drive. Since a fast rate of rise
effectively reduces V_ . , an SCR can fire independent of any gate s .
This, of course, is lﬂoinporhnt characteristic in circuits with high fre-
quency transients. Data is usually given on data sheets vhich will permit a
designer to select devices vhose V.. ratings will not be exceeded under the
possible maximm rates of rise to ch the device may be subjected. Curves
showing the maximm rate of rise of forward blocking voltage for the 24680
series of SCR's is shown in Figure Al0. Note that a higher voltage rated
device will allow a higher rate of rise of forward voltage for a given peak
circuit voltage. The characteristic is also dependent on the external
ecircuit configuration. For example, reverse biasing the gate with respect
to the cathode will increase the device gy capebility.

(4) Peak Forward Blocking Voltege (PFV)

This is the instantaneous value of forwvard voltage that
may be applied to the anode. As shown in Figure A9, this voltage rating is
higher than the Vporating. However, since it is of an instantaneous nature,
the SCR may or may not breakover vhen V..is exceeded. It is important to
note, however, that if anode breakover should occur above the PFV limit, the
SCR can be damaged. On the other hand, no damage to the SCR would be experi-
enced should breskover occur below this limit. Since SCR's are not designed
to be brought into conduction by exceeding the Vh, rating, an external cir-
cuit should be designed to trigger .the 8CR t the gate prior to exceeding
the PPV limit.

(e) Gate Firing Voltage (Vg)

This is the gate-to-cathode voltage required to fire the
SCR, Several limitations are imposed on the gate signal for reliable opera-
tions. One limitation is that the gate to cathode voltage rating (normally
10 voltlz not be exceeded and the negative voltage rating between gate and
cathode (normally 5 volts) not be exceeded., It is also important that e
continuous dc gate bias not be used for triggering vhen an alternating voltage
is being applied to the anode. During the .reverse part of the AC cycle, '
the anode reverse current would be greatly increased by an appreciadble flow
of positive gate current, and the excess power could destroy the devicse.
This dissipation can be limited with external circuit design techniques. In
AC circuits using two SCR's shunted in reverse directioms, for example, one
of the two SCR's always "short out" the other, so that the device which is re-
versed biased can allow a considerable gate dissipation. '
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(c) Forward Breakdown Voltage (Vpg)

This 1s the value of positive anode voltage at which the
SCR will switch into the "on" state with the gate circuit open. Device speci-
fication sheets give the breakover voltage for the worst case conditions which
is with the gate open and at maximum allowable Jjunction temperature since
this rating 1s sensitive to temperature, gate drive and also to the rate of
rise of forward voltage (dv . Vo~ decreases with an increase in temperature
as well as with an increagg in gate drive. Since a fast rate of riseﬁﬁg
effectively reduces V__, an SCR can fire independent of any gate signal.
This, of course, is aﬂoimportant characteristic in circuits with high fre-
quency transients. Data is usually given on data shcets which will permit e
designer to select devices whose VB ratings will not be exceeded under the
possible maximum rates of rise to wgich the device may be subjected. Curves
showing the maximum rate of rise of forward blocking voltage for the 2N680
seriec of SCR's 1s shown in Figurc A10. Noie that a higher voltage rated
device will allow a higher rate of rise of forward voltage for a given peak
circuit voltage. The ¢¥ characteristic is also dependent on the external
circuit configuration. Tor example, revgrse biasing the gate with respect
to the cathode will increase the device u% capability.

(d) Peak Forward Blocking Voltage (PFV)

This is the instantaneous value of forward voltage that
may be applied to the anode. As shown in Figure A9, this voltage rating is
higher than the Vpprating. However, since it is of an instantaneous nature,
the SCR may or may not breakover when V,.is exceeded. It is important to
note, however, that if anode breakover should occur above the PFV limit, the
SCR can be damaged. On the other hand, no damage to the SCR would be experi-
enced should breakover occur below this limit. Since SCR's are not designed
to be brought into conduction by exceeding the Vg, rating, an external cir-
cuit should be designed to trigger .the SCR through the gate prior to exceeding
the PFV limit.

(e) Gate Firing Voltage (Vg)

This is the gate-to-cathode voltage required to fire the
SCR. Several limitations are imposed on the gate signal for reliable opera-
tions. One limitation is that the gate to cathode voltage rating (normally
10 volts) no! be exceeded and the regative voltage rating between gete and
cathode {normally 5 volts) not be exceeded. It is also important that a
continuous dc gate bias not be used for triggering when an alternating voltage
is being applied to the anode. During the reverse part of the AC cycle,
the anode reverse current would be greatly increused by an appreciable flow
of positive gate current, and the excess power could destroy the device.
This dissipation can be limited with external circuit design tzchniques. In
AC circuits using two SCR's  shunted in reverse directions, for example, <ne
of the two SCR's always "short out'" the other, so that the device which i¢ re-
versed blased can allow a considerable gate dissipation,
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In conclusion it can be said that when SCR's are ippnpd
wvell within their ratings and not subjected to over-voltages, the device is
one of the most reliable of all semiconductor devices.
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In conclusion it can be said that when SCR's are éppligd
well within their ratings and not subjected to over-voltages. the device is
one of the most reliable of all semiconductor devices.
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BVCBO
BVeomo

BVCER

BVeEs

 BVomx

LIST OF 8YMBOLS

Breakdown Voltage, Collector to Base, Emitter Open Circuited
Breakdown Voltage, Collector to Emitter, Base Open Circuited

Breakdown Voltage, Collector to Emlitter, Base Connected to
Emitter through a Resistor

Breakdown Voltage, Collector to Emitter, Base Shorted to Emitter

Breakdown Voltage, Collector to Emitter, Base to Emltter Diode
Reverse Biased

Breakdown Voltage, Emitter to Base, Collector Cpen
Collector Current

Multiplication Factor in Collector to Base Bregkdowm
Rate of Multiplication

External Base Resistance

Internal Base Resistance

Interna). Emitter Resistance

Emitter Load Resistance

Supply Voltagé for Reverse Bias

Blocking Voltage of an SCR

Voltage, Collector to Base

Collector Supply Voltage

Base to Emitter Threshold Voltage Below Which No Emitter Multipli-
cation Occurs.

Punch-through Voltage in Volts
Base Width in Centimeters

Common Base Currant Gain
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- Common Emitter Current Gain

- Base Majority Carrier Mobility in cm/volt-sec.

el
/J - Base Resistivity in olm - Centimeters
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b. Appendix B

Semiconductor Thermal Ratings for Contactless Switching Applications-
Power Contacts.

This discussion is intended to serve as a guide in thermal considera-
tions., In oxrder to be as general and yet as pertinent as possible, only
those theories and practical factors which influence the thermal ratings and
use of transistors and SCR's as power contacts will be discussed.

Transistors represent a radically different thermal provlem from
SCR's. At a glven load current and contact drop,they will have a higher
dissipation than SCR's due to losses in the base which are caused by base
drive current across the base to emitter junction. This tends to make
transistors dissipate substantially less power than SCR's at low currents
out more at high currents. SCR's are limited to high thermal impedances and
low thermal capacities compared to transistors due to the radically different
device geometries, For both devices, however, the zbsolute limlt of dissipa-
tion 18 that which will cause the junction temperature to rise to the maximum
permissible Junction temperature TJ max.

(1) Transistor Power Contacts

Transistors exhibit a saturation characteristic so close to a
true resistance that it is referred to by the semiconductor industry as
saturation resistance (Rcg). Thus, the dissipation in a transistor while in
saturation is roughly proportional to the square of the load current. This
is glven sas:

P = I.Vcg + IpVpp (B1)

We can, by studying the transconductance curves on typical transistors, find
that to a very close approximation:

P = Ic(IcRos) + Ig/g, (IgReg + .75)

because Vo = IgRog, Ip = IC/BS, Vge = IcRog + 75

where .75 is the threshold voltage of the base to
emitter diode. But Rps is almost exactly equal to
Rog on nearly all transistors, so:

2
IGRes IfRes/p,  + +T5 lo/a,
5 ,
ate] + +
s (L+1/p) + .75 To/p, (ze)
If we hold RCg constant and investigate the effect of changing

values of &; , we find that at high currents (.75 ICA65<Z18RCS) changing 24,
from infinitely great to 10 results in approximately 10 per cent dissipation,

]

P
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which does not seem an unreasonsble increase for most applications. Dropping
from S equal 10 to S equal 5, we find an additional 10 per cent increase in
dissipation, which might be acceptable in some cases. At low currents (IBRCS

<§75 ICAﬁs)! the 5, becomes increasingly important in gaining efficiency
and thus lowering steady-state dissipation. We can see that high values of
B, are not essential in high current contacts, but may be very important in
low current contacts,

If we assume S5 = 10, which is a practical value for - for the
current state~of-the~art in high efficiency power transistors, we can re-
arrange equation B2 as follows:

P = IfRcg + IRRcs/10 + .75 Ic/10
= 1.1 IfRcs + .075 I - (83)

We therefore see that at high currents (ISR¢5>2>, 075 Ic) the
power consumed is nearly equal to the square of the current multiplied by
1.1 Res. It is immediately apparent that in high current contacts, Rog is
by far the most critical parameter.

(a) Current Limiting Power Contacts

Power contacts with current limiting represent a trade-off
between steady-state performance and transient dissipation capabilities. For
this reason;one of these factors must be balanced against or considered along
with the other to determine contact suitability for a glven application.

l. Integral Heat Sink

In this spplication,the contact is considered as
depending solely on its attached heat sink for heat removal. In any thermally
conductive structure such as an aircraft, avoliding small enclosures will
prevent the contact from being exposed to temperatures greater than 85°C
(185°F) during operation, and by making the enclosure large enough to allow
at least 5 cubic feet per minute alr flow, the following discussion applies.

a. Continuous Ratings

At the low levels of power dlssipation which will
be encountered in a saturated contactsno damage to the contact will ever occur.
Rowever, this dissipation should cause the minimum possible tempersture rise
at the Junction,

. Examining commercially avallable heat sinks, we
find that the model. NC-4Uil Cooler made by Delta-T Co. offers a natural con-
vection @ of .54 °C/W at 100 watts (see Figure Bl). This sink is L.5" X
L,75" X 5.5", and is mounted 3/32" off the horizontal with the long axis
vertical., Although other heat sinks approach this performance, no less @
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should be considered for the tan-ampere transistor contacts presently avail-
able unless forced alr is used or enough contacts are grouped or stacked to
provide "chimney action." Improvement offered by such variations are
determined by the individual configurations and are seldom diacussed in
literature in any other way; nevertheless, considering that the largest ©
in such a cgse is from the sink to the ambient because of the very low
conductivity of air, and consulting the forced convection characteristics

of Figure B2, it can be assumed that nearly any configuration which offers
additional driving power to the convective process will greatly improve heat
transfer to the amblent,

b. Pulse Ratings

Figure B3 shows the equivalent thermal circuit of
a typical high power transistor for pulse power analysis. Since these pulses
are considered as being very short term, the case of the transistor will be
assumed to remain at a constant temperature during the pulse., This will
introduce a negligible error in light of derating factors used elsewhere and
is in agreement with the manufacturer's litersture,.

Upon application of a pulse of power, the tempera-
ture of the junction begins to rise exponentially per the equation:

-t
AT = PQJC (1 - E.-J—'Z ) . (Bh)
Using typlcal values per MIL-STD-704, we obtain: "o
. -.0
AT = {500) (.35) (1 - € .1B0)

-.222
=175 (1- € ) = 35°C

for an 80 volt, 4O millisecond pulse

gnd
- .180
T =300 (.35) (1 - ¢ -180)

= 105 (.63) = 66°C

for a 60 volt, 180 miliisecond pulse. Figure B4t gives a more complete plot
of dissipation allowable versus MIL-STD-TOL requirements. Sufficient time
must be allowed between pulses for the transistor to recover, of course, but
this is easily acccmplished in the design of the reset circuitry. °

c. Combined Steady-State and Pulse Ratings

To better illustrate the interdependence of steady-
state snd pulse power ratings, let us cover a typical design example:

Reqdred; Design a 10 ampere contact which will
current limit at 11 amperes and which will comply to MIL-STD-704 at 85°C
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T) (JUNCTION TEMP)

6JC CJC

Te (CASE TEMP)

FIGURE B3 TRANSISTOR THERMAL NETWORWK
FOR PULSE POWER ANALYSIS.
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ambient; Use typical values, as tolerances will be determined by the
requirements estgblished in the initial design.

Referring to equation Bi: AT = P O (l‘lﬁ’ ¥t ).
Select MIL-STD-704 requirement of a 60 volt transient fcr 180 m{lliseconds -
as the worst transient indicated by Figure B4, By equation Bli,we obtain:

AT = 300 (.35)(1-€™) = 105 (.63) = 66°C

Assume, for the moment, that the junction temperature will be able to rise
to an absclute maximum allowable junction temperature of 175°C. The initial
temperature of the junction must be no greater than:

Ty = T7 max ~AT , (5)
or, in our case:

T; = 175°- 66°= 109°C

Since the sink, ignoring the very small @ from case %o sirk, may rise
to no more than 109°C in an ambient of 85°C under steady-state conditioms,

we can find the maximum allowable sink @ with a variation of Ohm's Law:
T = PO gy (B6)
where P is equivalent to current and T is equivalent to voltage. Therefore:
T = 109 - 85°C = PBgy = 2L°C

Tke trip out point on a typlcal device would be at a minimum of Rog = ,06
ohms to a.llog for the rise in Rog with temperature, so from equation B2:

T = 1.1 (10)=(.06) + .075 (10) = 7.35 watts. So 7.35 9, = 24°C, or Ogy
= approximately 3.2 °C/W. Allowing .1 °C/W for the thermal impedance of the
transistor case to heat sink joint, we have © gp = 3.1° c/w.

It would seem reasonable to keep the actusl thermal
impedance of the sink as low as possible, consistent with space and weight,
Commercial sinks of very reasonsble size and weight are obtainable in this
range of ©gp.

2. External Heat Sink

External sinks will be considered to be in the form of
thin metal plates on which multiple contacts are mounted, and the maximum
hegt dissipation from all these contacts is small compared to the dissipating
capabilities of the plate, or in the form of installations where adequate
heat paths to structure exist to keep AT very small.




‘a. Continuous Ratings .

With the above assumptions, continuous ratings are
limited to a maximm value determined by the thermal resistance of the tran-
sistor, or AT = 7.35 (.35) = 2,.6°C per equation B5 for a typical 10 ampere
contact., Commercial convective sinks will allow about 8°C rise under the
above conditions, and it seems reasonable to assume that an external sink
would allow some improvement over integral sinking, so a 3 to 6°C maximum
rise in temperature at the connection to a transistor seems to be practically
attainable for a 10 ampere contact.

b. Pulse Ratings

No change in pulse ratings can be achieved with
sinks external to the case of the transistor with existing transistors other
than in the repetition rate. Attainable repetition rates being quite adequate,
no further consideration will be glven to them.

(v) Non-current Limiting Power Contacts

The maximm continuous rating necessery is the only one
which need be considered, since any other rating will be lower end less
stringent, Therefore, considering the maximum allowable current at the
(by MIL-STD-704) maximum voltage across the contact, we have by equation B2
for the 2N2130 series:

P = 1.1 (900)(.067) + .075 (30) = 68.25 watts

Consulting the manufacturer's data sheets, we find that the maximum permissi-
ble sink temperature at this dissipation is approximately 140°C (see Figure
BS). Consulting the Delta-‘l‘ model NC-Llil data sheet, we find that a tempera-
ture differential of 140°~ 85°C will aliow 100 watts to be dissipated by
natural convection (Figure Bl), so we conclude reasonable designs are feasible,

(2) silicon Controlled Rectifier Contacts:

SCR's are most severely limited by their thermal fatigue ratings,
which limit the number of short term extreme temperature excursions of the
Junction to typlcally 100 to 500 times per contact lifetime. Fortunately,
design procedures which eliminate such excursions by elther placing the SCR
in series with current limiting switches or by proportionally controlling the
"On" time of the SCR as a power limiting measure have been developed. Large
SCR switches pass through their active region in approximately one micro-
gecond. Because the number of times it must switch, even when being used
for current limiting, is limited to 400 times per second in 400 cycles per
second systems at currents which the power limiting circuitry will limit to
about 10 times rated current, it can be assumed that the power consumed by
the SCR during switching is:
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f‘sw =1/2 (t)V pop T (B7) .

(vased on each power pulse generated by switching through the active region
being very close to the area of a triangle equal to 1/2 the area of the
rectangle Vpax Ipgx). This power will be negligible compared to the con-
tinuous power which is given by:

P = 1/2 VpIa
For example: Given a power contact in which I~ 610 amperes, Vvﬁbo 1 volt,
Vmax = 300 volts, Ipgx = 100 amperes, t = 1 x 10‘ seconds, n = cycles
pexr second.
Power dissipated due to switching is:
Pgy = 1/2 (400)(1 x 10-6) (300)(100)
=,6 watts
Continuous power dissipated is:
P=1/2 (1)(10) = 5 watts
Total dissipated power is 5.6 watts
From this, the preceding discussions on determining the maximm ratings
allowable in steady-state operations under the headings of "Integral Heat
Sink", "Current Limiting Contacts," "Transistor Power Contacts" are directly
applicable, except that the temperature allowable from sink to ambient will

be larger as no allowance need be made for power pulses. Therefore, the
sink can be much smaller.
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LIST OF SYMBOLS

Saturation Resistance of & Transistor

Power Consumed

Collector Current

letage, Collector to Emitter

Base Cﬁrrent |

Voltage, Base to Emitter

Beta Used To Insure.Good Saturation Characteristics

-]
Thermal Resistance in T

Thermal Resistance Frdm Junction To Case

Thermal Capacitence From Junction To Case in Watt‘?econds
Thermal Resistance From Sink To Ambient ¢
Power Consumed in Switching

Average Voltage

Average Current

Number of Operations per Szcond

Temperature

Time

Transistor Thermal Time Constant
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¢. Appendix C - Compatibility Chart for Electromechanical Components' vs.
Contactless Switching Concepts

The following compatibility chart lists the aircraft system charace
teristics; gives the specification requirements of the characteristics
for conveni;ional electromechanical relays, switches and circult dbreakers
as applicable; and gives the present capability or realistic requirement where
specificetion requirements are nonexistent for contactless switching concepts -
such as power contacts, logic and signal sources as applicable. This chart
will serve as a quick reference to show the compatibility of contactless
switching concepts with electromechanical cowmponents.
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d. Appendix D - Device Cheracteriztics Charts for Signal Sburcesu
' Loglc and Pover Contacts

The following charts list some of the devices that are considered
capeble of meeting the requirements for application to aircraft electrical
systems. These charts list only the device characteristics that are pertinent

to0 their application in contactless switchling systems.
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SUMMARY

The investigations conducted dm'ing Phase I of the Conta.ctless Swi*ching
Program have determined the factors that must be considered in. ‘the develop-
ment of new or improved ‘contactless switching devices ‘and- assemblies that
will meet aircraft. electrical system requirements.« These factors, euch &8s
voltage ratings, current ratings , thermal cha.racterieti\.s » contact ‘drop,
noise, etc., have been enumerated and given absolute values’ necessary to be
compatible with aircraft electrica.l systems requirementa.

The development factors were determined by inveatigati\re engineering
studies and analyses which considered the present and anticipated aircraft
electrical systems requirements, the interpretation of these requiremente in
light of contactless switching systems, and a compatibility analysis of
device and assembly characteristics determined feasible within the present
state-of-the-art in semiconductor development,

Investigations to establish the alircraft electrical system requirements

" were conducted in the areas of generation, distribution, utilization and

control. These inve‘stig’ations consisted of a review and interpretation of
MIL-STD-TOk, MIL-E-5088, MIL-I-6061, the F-8C (F8U-2) schematics and the
characteristics of typical utilization equipment.

Investigations to establish the contactless switching concep. require-
ments were conducted in the areas of bus switching and protection, load
switching and protection, and control. These investigations coneidered all
of the established aircralt electrical system requiremonts in ..i;,h* of the
contactless switching system's adventages and limitations.

The investigations and analyses to determine the compatibility of de-
vices and assemblies with the established requirements considered the areas
of signal sources, control logic and power contacts. These investigations
included the consideration of devices that are feasible within the present
state-of-the-art as well as those that are presently available in production.,
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